
UNIVERSAL AUXILIARY 
OUTBOARD STEERING SYSTEM

Steer your auxiliary (kicker) motor 

directly from your boat’s main wheel for 

safer, more comfortable operation and 

an unrestricted forward view. Whether 

you’re trolling, cruising, or running in 

rough conditions, EZ‑Steer keeps both 

engines working together.

Safer Boating
•	 Steer your auxiliary engine from the helm

•	 Maintain a clear forward view at all times

•	 No need to move to the stern to control your 
kicker motor

Easier Operation
•	 No need to disconnect the steering system 

when running on your main engine

•	 Smooth, responsive steering between engines

•	 Ideal for trolling and low-speed maneuvering

Save Fuel and Reduce Wear
•	 Use a smaller auxiliary motor for trolling

•	 Reduce fuel consumption compared to 
running your main engine

•	 Lower engine hours and maintenance costs

What’s Included

Each EZ-Steer Universal Kit contains:
•	 Main engine bracket assembly with quick 

disconnect
•	 Auxiliary engine bracket assembly
•	 Stainless steel self-adjusting tie rod
•	 Mounting liners and sleeves
•	 Installation hardware

Quick Installation
•	 Includes all required mounting hardware

•	 Adjustable stainless steel connecting rod

•	 Powder-coated stainless steel brackets

•	 One-year limited warranty

Why Choose EZ-Steer?



Choose the Right Kit in 3 Steps

1.	 Lower both engines

2.	 Measure the center-to-center 
distance

3.	 Match your measurement to 
the correct kit

Part ID: Center to Center 
Distance: Tie Rod

EZU1922 19-22” Short

EZU2326 23-26” Standard

EZU2731 27-31” Medium

EZU3034 30-34” Long

EZU3540 35-40” Ultra

EZU4046 40-46” X-Long
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